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ACCESS ROAD 2 ACCESS ROAD 2
STA 17+34.60 TO STA 25+99.68 STA 25+99.68 TO STA 32+20.51
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STA 32+420.51 TO STA 41+07.65

TURNAROUND PAVEMENT AT STA 40+89.84 (LT/RT) TO BE
HMA (FULL DEPTH) 9.5 & SUB-BASE GRANULAR MATERIAL,
TYPE A 127

ILLINOIS DEPARTMENT OF TRANSPORTATION

TYPICAL
SECTIONS

* WHEN THE SUPERELEVATION RATE OF THE PAVEMENT IS
BETWEEN 0% AND 4%, THE SHOULDER SHALL BE SLOPED AT 4%.
WHEN THE SUPERELEVATION RATE OF THE PAVEMENT
EXCEEDS 4%, THE SHOULDER SHALL BE SLOPED SO THAT THE
ALGEBRAIC DIFFERENCE BETWEEN THE PAVEMENT AND SHOULDER
WILL NOT BE GREATER THAN 8%.
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## HOT-MIX ASPHALT PAVEMENT (FULL DEPTH) 9.50" WILL CONSIST OF:
HOT-MIX ASPHALT SURFACE COURSE, MIX C, NTO, 2" AND
HOT-MIX ASPHALT BINDER COURSE, IL 19.0, NTQ, 7.50"
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